
Mounting Procedures
for proper centering of mounted piece

CLEAN YOUR HANDS!! then: Decide which way the piece will be oriented on mounting board.
(Portrait or Landscape)

Align piece to mount with  corner of mounting board.
Measure height & width of 
remaining mounting board.

_____________Width divided by 2 = ____________

___________________Height divided by 2 = _________________

Place piece to mount roughly in the center of the mounting board.

Measure from top in two places and make a small pencil dot near each corner.

Continued on back.

This is the amount of space you will have on the left
and right of your mounted piece.

This is the amount of space you will have on the
top and bottom of your mounted piece.



Repeat, measuring from left (or right) side of mounting board.

Using a piece of large white scrap paper, place piece face down and apply ample amounts of glue.
Be sure to put glue on the corners and in the center! (at the very least)

CAREFULLY, lay the piece near the center of the mounting board. 
DO NOT PRESS! Make adjustments so that the piece lines up with the small pencil marks you made.

When you think it is properly positioned, GENTLY press in the center of  piece. 
With the back/side of your hand, LIGHTLY run your hand from the center out. 
Repeat until piece feels flat. 

Place a CLEAN large scrap sheet over the top of  the piece. Rub firmly.
(Use side of large marker, fist. This is called “Burnishing”) 
Be sure to get every spot of the piece so that it will not peel up soon. (Over time, the glue does lose its
strength.) Remove the burnishing sheet and recycle it.
(Don’t use it again as it may have glue or dirt on it and could ruin the next piece you mount.)

Let dry! Be careful not to let anything touch the sheet for several minutes. Dirt, paper, salt from popcorn, can
stick to the wet glue and make the whole thing look bad. 


